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• ISO 

• IBR ( Indian Boi ler Regulat ions)

• IEC ( Import Export Code)

 

( Internat ional Organizat ion for Standardizat ion )

ApprovedISO 9001:2015
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MANAGING DIRECTOR

Mr. JAVED Z. ANSARI 
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SIZE

L

H

W

½

105

185

105

2500 CLASS

3/4

125

225

150

1

135

260

150

1.1/4

145

320

215

1.1/2

145

320

215

SIZE

L

H

W

½

90

150

90

1500 CLASS

3/4

105

185

115

1

125

240

150

1.1/4

145

285

150

1.1/2

145

285

150

SIZE

L

H

W

½

85

150

90

800 CLASS

3/4

90

160

90

1

105

185

100

1.1/4

125

235

150

1.1/2

125

235

150

2

145

285

150

BODY

BONNET

SEATRING

WEDGE

STEM

GLAND FLANGE

BACK SEAT BUSH

GLAND BUSH

GLAND PACKING

BODY STUD/NUT

GASKET

YOKE SLEEVE

EYE BOLT

HAND-WHEEL

PARTS

 A105

A105

A276-410

A217-CA15

A182-F6a

A105

INTEGRAL

A276-410

GRAPHITE

B7/ 2H

SPW316L

EN1A

B7

A105

 A182 F304

A182 F304

A276-304

A182 F316

A182-F304

A182 F304

INTEGRAL

A276-304

GRAPHITE

B7/ 2H

SPW316L

EN1A

B7

A105

A182 F316

A182 F316

A276-316

A182 F316

A182-F316

A182 F316

INTEGRAL

A276-316

GRAPHITE

B7/ 2H

SPW316L

EN1A

B7

A105

MATERIALS

BILL OF MATERIALS

1. Screwed Ends as per ASME B1.20.1(NPT/BSP)    

all dimensions are in mm.

2. Socket Weld Ends as per ASME B16.11    
3. Butt Weld Ends as per ASME B16.25    
4. Face to Face Standard General/ Manufacturer Std.    
5. Design & Pressure Temperature Rating as per ASME B16.34     

• Special Requirements: Special Material Customer Specific design & Internal 
  Parts Provide as per Requirement & on Request.

GATE VALVES

Hydrostatics & ( Pneumatic Test at 7 Kg/cm²) 

Class

800#

1500#

2500#

Shell

211 Kg/cm²

393 Kg/cm²

653 Kg/cm²

Seat

151 Kg/cm²

286 Kg/cm²

478 Kg/cm²

API 602
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800 - 2500 Classwww.jrindustries.co.in

SIZE

L

H

W

½

105

175

105

2500 CLASS

3/4

125

225

150

1

162

260

150

1.1/4

170

300

220

1.1/2

170

300

220

SIZE

L

H

W

½

90

160

90

1500 CLASS

3/4

105

185

115

1

145

230

150

1.1/4

145

230

150

1.1/2

165

265

150

SIZE

L

H

W

½

85

160

90

800 CLASS

3/4

90

165

90

1

105

200

100

1.1/4

125

225

150

1.1/2

125

225

150

2

145

285

150

BODY

BONNET

SEATRING

PLUG

STEM

GLAND FLANGE

BACK SEAT BUSH

GLAND BUSH

GLAND PACKING

BODY STUD/NUT

GASKET

YOKE SLEEVE

EYE BOLT

HAND-WHEEL

PARTS

 A105

A105

A276-410

A276-410

A182-F6a

A105

INTEGRAL

A276-410

GRAPHITE

B7/ 2H

SPW316L

EN1A

B7

A105

 A182 F304

A182 F304

A276-304

A182 F316

A182-F304

A182 F304

INTEGRAL

A276-304

GRAPHITE

B7/ 2H

SPW316L

EN1A

B7

A105

A182 F316

A182 F316

A276-316

A182 F316

A182-F316

A182 F316

INTEGRAL

A276-316

GRAPHITE

B7/ 2H

SPW316L

EN1A

B7

A105

MATERIALS

BILL OF MATERIALS
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1. Screwed Ends as per ASME B1.20.1(NPT/BSP)    

all dimensions are in mm.

2. Socket Weld Ends as per ASME B16.11    
3. Butt Weld Ends as per ASME B16.25    
4. Face to Face Standard General/ Manufacturer Std.    
5. Design & Pressure Temperature Rating as per ASME B16.34     

• Special Requirements: Special Material Customer Specific design & Internal 
  Parts Provide as per Requirement & on Request.

Hydrostatics & ( Pneumatic Test at 7 Kg/cm²) 

Class

800#

1500#

2500#

Shell

211 Kg/cm²

393 Kg/cm²

653 Kg/cm²

Seat

151 Kg/cm²

286 Kg/cm²

478 Kg/cm²

GLOBE VALVES

API 602



800 - 2500 Class 03

www.jrindustries.co.in

*2500 Welded Cover

SIZE

L

H

½

105

65

LIFT CHECK VALVE 2500 CLASS

3/4

125

86

1

135

105

1.1/2

145

115

“
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P
P
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±
1
0
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L SIZE

L

H

½

85

50

LIFT CHECK VALVE 800 CLASS

3/4

90

55

1

105

65

1.1/4

125

85

1.1/2

125

85

2

145

105

SIZE

L

H

½

90

55

LIFT CHECK VALVE 1500 CLASS

3/4

105

65

1

125

85

1.1/4

145

105

1.1/2

145

105

BODY

COVER

SEATRING

PLUG

SPRING

BODY STUD/NUT

GASKET

PARTS

 A105

A105

A276-410

A276-410

SS304

B7/ 2H

SPW316L

 A182 F304

A182 F304

A276-304

A182 F316

SS304

B7/ 2H

SPW316L

A182 F316

A182 F316

A276-316

A182 F316

SS304

B7/ 2H

SPW316L

MATERIALS

ISO 15761 LIFT TYPE CHECK VALVE

1. Screwed Ends as per ASME B1.20.1(NPT/BSP)    

all dimensions are in mm.

2. Socket Weld Ends as per ASME B16.11    
3. Butt Weld Ends as per ASME B16.25    
4. Face to Face Standard General/ Manufacturer Std.    
5. Design & Pressure Temperature Rating as per ASME B16.34     

• Special Requirements: Special Material Customer Specific design & Internal 
  Parts Provide as per Requirement & on Request.

Hydrostatics & ( Pneumatic Test at 7 Kg/cm²) 

Class

800#

1500#

2500#

Shell

211 Kg/cm²

393 Kg/cm²

653 Kg/cm²

Seat

151 Kg/cm²

286 Kg/cm²

478 Kg/cm²

LIFT CHECK VALVES

API 602



800 CLASS

SIZE

L

½

65

¾

75

1

95

1½

105

2

125

1500 CLASS

SIZE

L

½

92

¾

106

1

127

1½

--

2

--

2500 CLASS

SIZE

L

½

106

¾

127

1

142

1½

--

2

--

L

BODY

BALL

SEATRING

STEM

GLAND BUSH

LEVER

LEVER NUT

BODY STUD/NUT

GASKET

GLAND PACKING

BOTTOM WASHER

END PIECE

GLAND NUT

PARTS

 A105

A182 F304

RPTFE

A182 F6a

A182 F6a

SS with PVC

SS202/ 304

B7/ 2H

RPTFE

RPTFE

RPTFE

A105

CS

A182 F304

A182 F304

RPTFE

A182 F304

A182 F304

SS with PVC

SS304

B7/ 2H

RPTFE

RPTFE

RPTFE

A182 F304

SS304

A182 F316

A182 F316

RPTFE

A182 F316

A182 F316

SS with PVC

SS316

B7/ 2H

RPTFE

RPTFE

RPTFE

A182 F316

SS316

MATERIALS

ISO 17292 BALL VALVE

1. Screwed Ends as per ASME B1.20.1(NPT/BSP)    

all dimensions are in mm.

2. Socket Weld Ends as per ASME B16.11    
3. Butt Weld Ends as per ASME B16.25    
4. Face to Face Standard General/ Manufacturer Std.    
5. Design & Pressure Temperature Rating as per ASME B16.34     

• Special Requirements: Special Material Customer Specific design & Internal 
  Parts Provide as per Requirement & on Request.

900 - 2500 Class04 Bal l Va lve

800 - 2500 Classwww.jrindustries.co.in
Created by Rizwan Siddiqui 2021.06.28

Hydrostatics & ( Pneumatic Test at 7 Kg/cm²) 

Class

800#

1500#

2500#

Shell

211 Kg/cm²

393 Kg/cm²

653 Kg/cm²

Seat

151 Kg/cm²

286 Kg/cm²

478 Kg/cm²

ISO 17292



150 - 600 Class 05FLANGE DIMENSIONS

* All Dimensions are in mm

600#

OD

165

190

210

275

330

355

420

510

560

605

685

745

815

940

N

8

8

8

8

8

12

12

16

20

20

20

20

24

24

Hole

Dia.

19.0

22.2

22.2

25.4

28.5

28.5

31.7

34.9

34.9

38.1

41.2

44.5

44.5

50.8

PCD

127.0

149.2

168.3

215.9

266.7

292.1

349.2

431.8

489.0

527.0

603.2

654.0

723.9

838.2

RF

92.1

104.8

127.0

157.2

185.7

215.9

269.9

323.8

381.0

412.8

469.9

533.4

584.2

692.2

Ft.

25.4

28.6

31.8

38.1

44.5

47.7

55.6

63.5

66.7

69.9

76.2

82.6

88.9

102

SIZE

NB

50

63

76

100

125

150

200

250

300

337

387

438

489

591

Inch

2

2.5

3

4

5

6

8

10

12

14

16

18

20

24

mm

50

65

80

100

125

150

200

250

300

350

400

450

500

600

Bolt

Size

5/8”

3/4”

3/4”

7/8”

1”

1”

1.1/8”

1.1/4”

1.1/4”

1.1/8”

1.1/2”

1.5/8”

1.5/8”

1.1/2”

300#

NB

50

63

76

100

125

150

200

250

300

337

387

438

489

591

OD

165

190

210

255

280

320

380

445

520

585

650

710

775

915

Ft.

20.7

23.9

27.0

30.2

33.4

35.0

39.7

46.1

49.3

52.4

55.6

58.8

62.0

68.3

RF

92.1

104.8

127.0

157.2

185.7

215.9

269.9

323.8

381.0

412.8

469.9

533.4

584.2

692.2

PCD

127.0

149.2

168.3

200.0

235.0

269.9

330.2

387.4

450.8

514.4

571.5

628.6

685.8

812.8

Hole

Dia.

19.0

22.2

22.2

22.2

22.2

22.2

25.4

28.5

31.7

31.7

34.9

34.9

34.9

41.2

N

8

8

8

8

8

12

12

16

16

20

20

24

24

24

SIZE Bolt 

Size

5/8”

3/4”

3/4”

3/4”

3/4”

3/4”

7/8”

1”

1.1/8”

1.1/8”

1.1/4”

1.1/4”

1.1/4”

1.1/2”

Inch

2

2.5

3

4

5

6

8

10

12

14

16

18

20

24

mm

50

65

80

100

125

150

200

250

300

350

400

450

500

600

150#

SIZE

Inch

2

2.5

3

4

5

6

8

10

12

14

16

18

20

24

NB

50

63

76

100

125

150

200

250

300

337

387

438

489

591

OD

150

180

190

230

255

280

345

405

485

535

595

635

700

815

Ft.

14.3

15.9

17.5

22.3

22.3

23.9

27.0

28.6

30.2

33.4

35.0

38.1

41.3

46.1

RF

92.1

104.8

127.0

157.2

185.7

215.9

269.9

323.8

381.0

412.8

469.9

533.4

584.2

692.2

PCD

120.8

140.0

152.0

190.5

216.0

241.0

298.5

362.0

432.0

476.0

540.0

578.0

635.0

749.0

Hole

Dia.

19.0

19.0

19.0

19.0

22.2

22.2

22.2

25.4

25.4

28.5

28.5

31.7

31.7

34.9

N

4

4

4

8

8

8

8

12

12

12

16

16

20

20

Bolt

Size

5/8”

5/8”

5/8”

5/8”

3/4”

3/4”

3/4”

7/8”

7/8”

1”

1”

1.1/8”

1.1/8”

1.1/4”

mm

50

65

80

100

125

150

200

250

300

350

400

450

500

600
F

t.
2
m

m

Port I.D
R.F. Dia.

O.D
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900 - 2500 Class06

900 - 2500 Classwww.jrindustries.co.in

FLANGE DIMENSIONS

* All Dimensions are in mm

2500#

OD

235

265

305

355

420

485

550

675

760

N

8

8

8

8

8

8

12

12

12

Hole

Dia.

28.5

31.7

34.9

41.2

47.6

53.9

53.9

66.6

73.0

PCD

171.4

196.8

228.6

273.0

323.8

368.3

438.2

539.8

619.1

RF

92.1

104.8

127.0

157.2

185.7

215.9

269.9

323.8

381.0

Ft.

50.9

57.2

66.7

76.2

92.1

108.0

127.0

165.1

184.2

SIZE

NB

38.1

47.5

57.2

72.9

91.9

111

146.1

184.2

218.9

Inch

2

2.5

3

4

5

6

8

10

12

mm

50

65

80

100

125

150

200

250

300

Bolt

Size

1”

1.1/8”

1.1/4”

1.1/2”

1.3/4”

2”

2”

2.1/2”

2.3/4”

1500#

NB

50

63

76

100

125

150

200

250

300

337

387

438

489

591

OD

215

245

265

310

375

395

485

585

675

750

825

915

985

1170

Ft.

38.1

41.3

47.7

54.0

73.1

82.6

92.1

108.0

123.9

133.4

146.1

162.0

177.8

203.2

RF

92.1

104.8

127.0

157.2

185.7

215.9

269.9

323.8

381.0

412.8

469.9

533.4

584.2

692.2

PCD

165.1

190.5

203.2

241.3

292.1

317.5

393.7

482.6

571.5

635.0

704.8

774.7

831.8

990.6

Hole

Dia.

25.4

28.5

32.0

35.0

41.2

38.0

44.4

50.8

54.0

60.0

66.0

73.0

79.3

92.0

N

8

8

8

8

8

12

12

12

16

16

16

16

16

16

SIZE Bolt 

Size

7/8”

1”

1.1/8”

1.1/4”

1.1/2”

1.3/8”

1.5/8”

1.7/8”

2”

2.1/4”

2.1/2”

2.3/4”

3”

3.1/2”

Inch

2

2.5

3

4

5

6

8

10

12

14

16

18

20

24

mm

47.5

57.2

70

92

111

136.4

177.8

222.3

263.4

288.8

330.2

371.3

415.8

498.3

900#

SIZE

Inch

2

2.5

3

4

5

6

8

10

12

14

16

18

20

24

NB

47.5

57.2

72.9

98.3

120.7

146.1

190.5

238.0

282.4

311.2

355.6

400.0

444.0

533.4

OD

215

245

240

290

350

380

470

545

610

640

705

785

855

1040

Ft.

38.1

41.3

38.1

44.5

50.8

55.6

63.5

69.9

79.4

85.8

88.9

101.6

108.0

139.7

RF

92.1

104.8

127.0

157.2

185.7

215.9

269.9

323.8

381.0

412.8

469.9

533.4

584.2

692.2

PCD

165.1

190.5

190.5

235.0

279.4

317.5

393.7

469.9

533.4

558.8

616.0

685.8

749.3

901.7

Hole

Dia.

25.4

28.5

25.4

31.7

34.9

31.7

38.1

38.1

38.1

41.2

44.4

50.8

53.9

66.6

N

8

8

8

8

8

12

12

16

20

20

20

20

20

20

Bolt

Size

7/8”

1”

7/8”

1.1/8”

1.1/4”

1.1/8”

1.3/8”

1.3/8”

1.3/8”

1.1/2”

1.5/8”

1.7/8”

2”

2.1/2”

mm

50

65

80

100

125

150

200

250

300

350

400

450

500

600

F
t.

7
m

m

Port I.D
R.F. Dia.

O.D
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Reg. Office

E-mail :

E-mail :

A/B/6, Bhalak Complex, B/H Govt. Godown, Danilimda, Ahmedabad - 380028 
 javed@jrindustries.co.in | javeda775@gmail.com 

12, Aabad Estate, Opp. Kashiram Textile Mills, Narol Ahmedabad - 382405 Gujarat, India.
 info@jrindustries.co.in  | sales@jrindustries.co.in 

Gujarat, India.

Factory :

www.jrindustries.co.in
ApprovedISO 9001:2015

Created by Rizwan Siddiqui 2021.06.28
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